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I AE 2% General tolerances (mm) P
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Note:
The A&Z(H) in the name means: A(H) and Z(H).
5 Spring Stainless steel /
4 Pin header Copper alloy Sn plated
I 11 1 N T | 3 Cover PA66 UL94V-0
| | | | | | ‘ | | | | 2 Button PAG6+GF UL94V-0
1 . 1 Housing PA66 UL94V-0
>
g Q _'. _" % ﬂ% _" ~ (vH-, ™ @ ITEM NAME OF PART MATERIAL NOTES
o CE fNm @,y ‘!,!/ (!,/ iy {!’ S| = D] DEGSON UL i E/UL Standaro: B C D
— = C — — © DG234 %7E FL &/ FLIA/Rated Voltage(V)/Current(A) 300/10 / 300/10
=l 1O [O IEC bR AE/IEC Standare
. : : i : ‘ i i 253/ Overvoltage Category/ 5 %% 2% /Pollution Degree 111/3 111/2 11/2
e H T/ HA it/Rated Voltage (V)/Current(A) 250/10 | 320/10 | 630/10
L ik L (KV)/Rate Impulse Voltage (KV) 4 4 4
' ' ' ' ! ! . 2 4% 3 ] (R 2 A1 i £%)/Wire Range (rigid and flexible) (AWG/mm?) 30~16/05~1.5
04 .5 .]35 S 351, [{E/Pitch(mm)/Z K Poles 5.0/N=02—24p
5.0x(N-1) o 25K B/ Stripping length(mm) 0
f . A5 JF 95, 5 915 18l Operating temperature (°C) -40~+105
5.0xN+1.5 % £rRoHS T4 {32 5k /Conform to RoHS Yes
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